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Introduction 

Č The Toggle Switch series is the latest member of the Schaltbau family of 

toggle switches and rounds up our product portfolio.  

 

Č Fields of operation are railway vehicles as well as control panels of all kinds. 

 

Č Engineers participated in the development process to achieve a distinctive 

design, while also at an attractive price. The switch received the iF Product 

Design Award 2012. 

 

Č New innovative features include a round mounting hole, improved IP 

protection degree, more snap action switches S880, time saving mounting and 

new connection technologies such as cage clamp. 

 

Č Samples available 
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Pictures of toggle switches 
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Pictures of toggle switches built into panel 

http://www.schaltbau-gmbh.de/


2011 - Schaltbau GmbH Copyright © 

Sales Information Toggle Switch K 

Date: 28.10.2011I   vp-ts    I      Page 5 / 17 

Combination with Schaltbau Master Controllers 
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Dimension Drawing 

All values in mm 
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Technical Data 

Switch positions * Configurable at -32° / -16° / 0° / +16° / +32° 

Action * Momentary / maintained / blocked 

Switching elements * 
 

max. of 8 snap-action switch Schaltbau S880 

(technical details see catalogue D80) 

Conventional thermal current Ith 6 A 

Nominal voltage Un 24 V or110 V ** 

Utilization category DC-13, 24 V / 2,0 A 

Pollution degree PD3 

Overvoltage category OV2 

Terminals* Cage clamp as standard 

Degree of protection  

(EN 60529) 
IP40 

optional IP54 above mounting plate 

Mechanical endurance > 500.000 operating cycles 

Mounting Central fixing for mounting hole ø 30 mm 

Dimensions (L x W x D) 65 x 34 x 75 mm 

Temperature range -40°C … +85°C 

Standards 

 

 

UIC 612, EN50155, EN50124-1, EN60068-2-

1, EN60068-2-2, EN6008-2-38, EN60529, 

EN61373, NF F16-101 / -102, DIN 5510-2 

* Customized versions available on request 
** At 140 V DC switching capacity was tested with 100 mA, tests with inductive load are currently ongoing (October ̀ 11)  
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Handle Shapes 

Toggle Switch K: 

UIC 612 handle shapes: 

SH SK SW 

B K Z W 

http://www.schaltbau-gmbh.de/
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Ordering Code 

G 

Series 

Switch function 

Switching scheme 

Terminals 

Example: K-SSNSS 100 CC L SK G P 

CC Cage-Clamp 

(others on request) 

K 

5 letters 

1-8 letters 

none 

P 

Accessories 

No special feature 

Lead Sealing possibility 

Customized versions available on request 

1 Letter per switching element 

Ascending order 

(see page 10) 

1 Letter per position, 

Starting at +32° (top): 

S = maintained 

T = momentary 

K = no switching feel 

N = neutral middle position 

X = blocked (no letter) 

Toggle Switch series K 

Illumination 

Handles 

Contact material 

w/o 

L 

Without Illumination 

With illumination  

(color customer specific 

none 

G 
silver 

gold 

None 

SH 

SK 

SW 

Standard Handle 

Special handle, black 

Ball handle, black 

T-handle, black 

(see page 8) 

http://www.schaltbau-gmbh.de/


2011 - Schaltbau GmbH Copyright © 

Sales Information Toggle Switch K 

Date: 28.10.2011I   vp-ts    I      Page 10 / 17 

Switching scheme 

+32° 

+16° 

0° 

-16° 

-32° 

1  2  3  4  5  6  7  8  9  A  B  C  D  E  F  G  H  K  L  M  N  O  P  R  S  T  U  W  X  Y  
Position: 

= contact closed = contact opened (positive open) 

Letter: 

http://www.schaltbau-gmbh.de/
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Connection Terminals 

Connector technology Push In 

 

Conductor cross section (mm2) Min  Max 

-  Wire 0,2  1,5  

-  Flex 0,2  1,5  

-  Cable end Sleeve DIN 46 228/1 0,25   1,5  

-  Cable end Sleeve DIN 46 228/4 0,25    0,75  

http://www.schaltbau-gmbh.de/
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Pin Assignment 

X1      1 2 3 4 5 6 7 8 

X2      1 2 3 4 5 6 7 8 

View bottom side 

Contact Element 1      2      3      4 

Terminal 

Terminal 

Contact Element 5      6      7      8 

Switching elements: Schaltbau S880 (changer, the normal closed contact is lead though) 
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Pin assigmnet illumination 

X1      1 2 3 4 5 6 7 8 

X2      1 2 3 4 5 6 7 8 

View bottom side 

LED 24 V / 110 V

                        

Terminal 

Terminal 

Connection of LED is always at pin 7 (+) und 8 (-) instead of one switching element 

+  - 

http://www.schaltbau-gmbh.de/
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Mounting instruction 

If adjusted correctly, the red dot (3) will be on the right side. 

In order to demount, push the spring plates apart with the demounting tool. 

UP 

CENTRE 

DOWN 

+32° 

+16° 

0° 

-16° 

-32° 

Side View Top View 

8 

8 

1 

1 

X2 

X1 

No tool is necessary for fixation. First, Attach the Bayonet Ring (1) and turn it, then push 

together the spring plates (2) with your fingers. 

(3) 

(1) 

(2) 

(2) 
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Awards 

The toggle switch K from Schaltbau was rewareded for its appearance with the iF product 

design award 2012.  

Since almost 60 years the iF design award is a worldwide well known and accepted trade 

mark when it gomes to innovative industry design. 

In total, 4.322 products from 48 countries competed to win the  famous award, and were 

evaluated by an internationally composed jury, taking many criteria in consideration. 

Obviously our toggle switch has convinced the jury by its material and design quality. 
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Product advantages 

Č high value design Ą Handel material mix of plastic and aluminum 

 

Č quick, tool-less assembly Ą Central fixing with round mounting hole 

 

Č up to 8 switching elements possible Ą S880 snap action switches with positive open 

 

Č no ground connector necessary Ą Fully insulated plastic housing 

 

Č highly integrated installation Ą Mounting dimensions according to UIC 612 

 

Č quick electrical connections Ą Cage clamp terminals or connector 

 

Č preventing liquids from entering the driverôs desk Ą Degree of protection IP 54 

 

Č unique on the market for toggle switches  Ą Night design with colored illumination 
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Contact 

Č For questions and suggestions please contact: 

 

 Schaltbau GmbH 

 Product Management 

 Hollerithstraße 8 

 81829 München 

 Germany 

 

 Mr. Stephan Göttl, vp4   

 Phone 089 93005-382 

 goettl@schaltbau.de  

 

  

Č Link to Schaltbau Webseite with up to date product information 

 

Mr. Henning Köhler, vp-ts 

Phone 089 93005-248 

koehler@schaltbau.de  
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